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PURPOSE 
 

The purpose of this manual is to ensure Watergrower  is correctly installed.  

 

There are two ways  to i nstall Watergrower :  

 

a)  During planting   

b)  To existing trees and shrubs  

 

I t is important to locat e the Wate rgrower  between the root ball and  drip line (canopy) of the tree, 

when using either method.  

 

By following the correct installation procedures you will have thriving , healthy trees.  
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What Is Watergrower? 
 

 

Á Watergrower is 97% purified  water and 3% patented molecule scie nce technology  that 

comprises a cellulose fibre  compound .   

Á It remains c ompletely stable during  storage and transport  and exists in a solid, unfrozen form 

at temperatures from -6o C and above, and does not melt at up to 100 o Celsius   

Á It steadil y releas es pure water once in contact with the with the soil  due to microbial action 

break ing down the cellulose fibre that gradually releases the liquid water  

Á Watergrower  is an ecological product that utilizes the principles of molecular science and 

microbial interaction to control the rate of water released directly to the root zone of the 

plant.  

Á Water release is in direct proportion to Watergrower  contacting the soil surface area with 

micro -organic elements that occur within soil  

Á Sunlight and te mperature within the range of - 30 o and 100 o Celsius has no effect on the 

release of moisture mechanism.  
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APPLICATION OF PRODUCT 
                                          

 
 

Installing Plants Up to a Height of 500mm 
 

1.  Place plant in prepared hole . 

 

 

 

2.  Cut Watergrower  with knife into 

quarters.  

 

Watergro
wer  

Watergrower  is 
planted at the root 

level at time of 
seedling planting  
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3.  Place ¼ of Watergrower  on either side 

of plant , ensuring the gel is in contact 

with the soil . (Total ½ litre of 

Watergrower )  

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

4.  Cover plant with soil and water in.  

The plant will re quire watering 3 times. 

On days 1, 3 and 5  only.  

 

 
 

 

 

 

 
 
 
 

Installing Watergrower During Tree Planting 
(trees greater than 1 metre) 
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1.  Place 60mm x 170mm pipe between  

root ball and drip line of shrub . 

 

 

 
 

 

 

 

 

 

2.  Backfill around root ball with soil 

exposing tops of PVC in preparation f or  

Watergrower  to be installed.  

 

 
 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 
 

 
 

 

 
 

 


